
VERTICAL 
CRYOGENIC TANKS
FOR NITROGEN,
OXYGEN AND 
ARGON

NOMINAL CAPACITY

MODEL

GALLONS LITERS GALLONS LITERS INCHES MM INCHES MM POUNDS KG

NET CAPACITY OVERALL HEIGHT EMPTY WEIGHTGROSS CAPACITY OUTSIDE 
DIAMETER DAILY 

EVAPORATION RATE

1500

3000

6000

9000

11000

13000

15000
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1,612

3,200

6,015

9,385

11,391

13,499

15,601

6,101

12,112

22,767

35,522

43,115

51,094

59,050

1,531

3,040

5,774

9,010

10,935

13,094

15,133

5,796

11,506

21,856

34,101

41,390

49,561

57,278

74.5

96

96

124

124

124

124

1,892

2,438

2,438

3,150

3,150
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11,852

18,349

25,113
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3,446
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0.35 LOX

0.35 LOX

0.25 LOX

0.20 LOX

0.20 LOX

0.18 LOX

0.18 LOX

DIMENSIONS



TECHNICAL DATA

DESIGN

Inner Vessel designed according to ASME Code Sectión VIII, latest Edition, 
and Appendix 44 “Cold stretching”, "U" Stamp

Outer jacket designed according to CGA-341 Pamphlet,  latest edition  
(outer jacket non-stamped)

MATERIALS

Inner Vessel: Stainless steel, SA-240-T304,
                           X-ray 100%.
Inner Pipe: Stainless steel, SA-312-304.
Outer Jacket: Carbon Steel, SA-36 / SA-285 C.
Supports: Carbon Steel, SA-36. 
Lifting Lug: Carbon Steel, SA-36. 
External Piping: Stainless Steel, SA-312-304.
Valves: Bronze, Stainless steel.  
Pressure Regulator: Bronze.
Pressure Build-Up: Aluminium Vaporizer.

INSULATION SYSTEM

Multi-layer Insulation, and full vacuum.

ANTICORROSIVE PROTECTION EXTERIOR

Surface preparation according to SSPC-SP10/NACE 2
1 coat of primer zinc inorganic or epoxy high solids
1 coat of polysiloxane finish or aliphatic polyurethane
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