
CO2 STORAGE
TANKS

Designed and manufactured according with ASME code section VIII,
Division 1. Division 2.

ACCESORIES

18” ID manway.
Metal saddles.
Optional: Valves per customer specifications.

SPECIFICATIONS

• Standard Design pressure 300 PSI or the pressure per customer 
specifications.
• Longitudinal weld and circular radiographed 100%.
• Material SA-612 normalized.
• Hemispherical heads.
• Flanged connections with 12” projection.
• Optional Insulation: in case of request, 6” sprayed polyurethane 
insulation is applied on site with an elastomer intermediate layer and a
vapor barrier at the end (any other insulation specification can be quoted).
• External jacket in washed white aluminum or stainless steel according to 
customer specifications.
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CO2
CAPACITY 100% VOLUME OUTSIDE DIAMETER TOTAL LENGTH

LITERSTONS

100 109,469

200 218,938
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GALLONS

28,922

57,844

INCHES

131.875

131.875

METERS

3.350

3.350

INCHES

545.5

1045

METERS

13.856

26.543

WE CAN MANUFACTURE IN ANY DIAMETER AND LONG ACCORDING TO THE SPECIFICATIONS OF EACH PROJECT.
FOR SMALL SIZES WE HAVE OUR CO2 VERTICAL TANKS WITH DOUBLE WALL.
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