TATSA

CALIDAD INDUSTRIAL DESDE 1955

NEW COATING

with Super Durable
Technology that offers
greater resistance

to corrosion.

HORIZONTAL
DOMESTIC
TANKS

WIDTH BETWEEN DISTANCE BETWEEN WIDTHOF
DIAMETER LENGTH HEIGHT
WATERCAPACITY WEIGHT SUPPORTS SUPPORTS SUPPORT
® ® o O ®

120 31.7 117.5 30.4 117 | 048 0.28 1M 0.46 18.3 0.739 | 29.12 | 053 | 20.9 | 0.038

180 47.6 170.8 45.1 68 | 150 | 0.48 19 0.28 (ARN 0.58 23 1.050 | 41.33 | 0.53 | 20.9 | 0.038 15

300 793 287 75.8 86 | 189 | 0.60 24 0.35 14 0.58 23 1.118 | 44.00 | 0.68 | 26.7 | 0.048 1.8

500 132.1 480 1268 | 131 | 288 | 0.60 24 0.35 14 1.1 A 1.797 | 70.75 | 0.68 | 26.7 | 0.048 1.8
1,000 264.2 967 2554 | 218 | 480 | 080 | 315 0.40 16 1.16 46 2.224 | 8756 | 086 | 34.1 | 0.076 3
1,600 422.7 1619 | 427.69 | 381 | 838 | 1.04 | 40.96 0.48 19 1.01 40 2301 | 90.62 | 1.10 | 43.6 | 0.152 6
2,200 581.2 2148 567.5 | 487 [1,072| 1.04 | 40.96 0.48 19 1.61 63.7 2928 | 11531 | 1.10 | 43.6 | 0.152 6
2,800 739.7 2689 7104 | 576 [1,268 | 1.04 | 40.96 0.48 19 2.10 83 3.580 | 140.94| 1.10 | 43.6 | 0.152 6
3,400 898.2 3210 848 701 | 1,542 | 1.04 | 40.96 0.48 19 2.87 113 4208 | 165.66 | 1.10 | 43.6 | 0.152 6
5,000 1321 4913 1298 | 1081 2,378 | 1.18 | 46.77 0.51 20.12 3.53 139 4.738 | 186.56 | 1.23 | 485 | 0.152 6




TECHNICAL DATA

Designed and manufactured in accordance with the Mexican Specifications and
ASME specification (optionall.

Manufactured with steel meeting ASTM Standards.

VALVES AND FITTINGS

ANTICORROSIVE PROTECTION SYSTEM
Abrasive blast cleaning to SSPC-SP10/NACE 2/

IS0 8501-1 Sa 2 1/2 grade (near white).
Super Durable Technology that offers greater resistance to corrosion.

MODELO

MULTIVALVE Service valve CGA 510 (F. pol connection)

3/4" M. NPT

Container connection Liquid level valve

Fill valve 1 3/4” M. Acme (3/4” NPT Container connection)

Fill valve 1 3/4” M. Acme (1 1/4” NPT Container connection)

3/4” NPT container connection
Relief valve 1" NPT container connection

1 1/4” NPT container connection

Vapor valve 1 1/4” M. Acme (3/4" NPT Container connection)

Excess flow valve “check lock” 3/4" F. NPT for liquid withdrawal
(3/4” NPT container connection)

1 1/4” coupling
Drain coupling
2" coupling

Float gauge (magnetic)
Regulator

Valve guard
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