
NH3 APPLICATOR
AND NURSE TANK

SPECIFICATIONS

Design pressure
Design temperature
Head type

APPLICATOR                               
 

250 PSI
125°F

Elliptical/Hemispherical

NURSE TANK                              
 

250 PSI
125°F

Hemispherical
Constructed in accordance ASME Code Section VIII, DIV I.
latest edition (not stamped).

GENERAL SPECIFICATIONS

with Super Durable 
Technology that offers

greater resistance
to corrosion.



Model
Diameter (A)
Overall length (B)
Width between supports (C)
Overall height (D)
Midpoint (E)
Width of supports (F)
Weight
Real volume

GENERAL DIMENSIONS NURSE

132 
24”
70.5
14”

31.81”
44”
2”

364 lb
129.4 WG

264
31.5”
86.44”

25“
39.92”
39.37”

13”
551.1 lb
255 WG

924
40.96”
191.29”

25”
49.06”
116.75”

13”
1,730 lb
1010 WG

APPLICATOR

FITTINGS

(A) Service Valve
(B) Filler valve
(C) Pressure gauge
(D) Liquid level magnetic gauge
(E) Fix liquid level gauge at 85%
(F) Vapor equalizing valve
(G) Safety relief valve
(H) Drain coupling
( I ) Service and filler valve
Over turn protector
Internal baffle.

APPLICATOR                                                 

1/4" NPT
Jr-

1/4" NPT
1 1/4" NTP
3/4" NTP

1 1/4” NPT
X

NURSE TANK                                                

1 1/4" NPT
1 1/4" NPT
1/4" NPT

Jr-
1/4" NPT

1 1/4" NTP
3/4" NTP

1 1/4” NTP

X
X
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TECHNICAL DATA

ANTICORROSIVE PROTECTION SYSTEM

Abrasive blast cleaning to SSPC-SP10 / NACE 2 / ISO 8501-1 Sa 2 
1/2 grade (near white).
New coating with Super Durable Technology that offers greater 
resistance to corrosion.


