TATSA

CALIDAD INDUSTRIAL DESDE 1955

VERTICAL
LPG TANKS

GENERAL SPECIFICATIONS

Manufactured in accordance with ASME code, section VIII,
Div. 1 and NFPA 58.

SPECIFICATIONS

Design pressure 250 PSI.

Hydrostatic test pressure 1.3 times the design pressure.
Design temperature 125°F.

Longitudinal welding seam full X-ray.

Girth seams spot X-ray.




TECHNICAL DATA

ANTICORROSIVE PROTECTION SYSTEM

Abrasive blast cleaning to SSPC - SP10/NACE 2 /150 8501 - 1
Sa 2 1/2 grade (near white).

Two - component, high solids, low VOC, high build polyurethane
coating. White color.

NOMINAL CAPACITY WEIGHT DIAMETER TOTAL HEIGHT
MODEL
I e I B I R T B S

1000V -40 3785 1000 934 2054 1.04 40.96 5.10 2011/8 X
2000V -45 7571 2000 1660 3660 1.14 45 8.06 317716 | X
2000V - 46 7571 2000 1810 3982 1.18 46.77 7.59 29813/16 | X
1000V -40 3785 1000 1324 2914 1.04 40.96 5.44 214 X
2000V - 45 7571 2000 2050 4520 1.14 45 ) 3305/16 X
2000V - 46 7571 2000 2200 4842 1.18 46.77 7.92 31111/16 X

B: X Base with impact protector

(1) 11/4" filler valve. 1) 3/4" drain coupling.

(1) 3/4" vapor return. X X X (2] Liquid level gauge jr with dial 2. X

(2) 1 1/4" safety relief valve. X X (4) Liquid level gauge srwith dial 4”. X X
(1)1 1/4” safety relief valve. X Valve protector. X X
(1)1 1/4" non-return valve. X X Name plate. X X X
(3) 1 1/4" excess flow valve. X X Supports. X X X
(1) 3/4" check lock valve. X Lifting lugs. X X X
(1) Maximum filled 85%. X Internal pipe. X X X
(1) Maximum filled** 50%, 80%, 85%. X X Protective railings. FOR TANKS B TYPE
(1) 3/4" service valve. X
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